
8

LC65M – LC65M GEAR RACK 
LC65M LC65M GEAR RACK 

Torch (Machine 7.5m)     (1pc) PTM-061A-CX-7M5A 
Torch (Machine 15m)      (1pc) PTM-061A-CX-15MA 
Positioning tube             (1pc) W0300603R W0300624R
Head                         (1pc) W0300610R 
Cooling Kit          (blister 1pc) W03X0893-49R 
Cable (7.5m)                   (1pc) W0300605R 
Cable (15m)                    (1pc) W0300607R 
Connector                      (1pc) W03X0934-4R 

Electrode 
(blister 5pcs) 

Gas Distr. 
(blister 3pcs) 

Tip 
(blister 5pcs) 

Retaining Cap 
(blister 1pc) 

Shield Cap 
(blister 2pcs) 

Cutting process 

40A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-27A 
W03X0893 

-41A 

50A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-28A 
W03X0893 

-41A 

60A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-29A 
W03X0893 

-41A 
Shielded 

40A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-52A 
W03X0893 

-43A 
W03X0893 

-46A 
Shielded 

50A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-33A 
W03X0893 

-43A 
W03X0893 

-46A 
Shielded 

60A 
W03X0893 

-25A 
W03X0893 

-50R 
W03X0893 

-34A 
W03X0893 

-43A 
W03X0893 

-46A 

Gouging 
W03X0893 

-25A 
W03X0893-

50R 
W03X0893 

-39A 
W03X0893 

-43A 
W03X0893 

-48A 


